[HDASH Bamemse:

MOUNTING LOCATION:
Right side of radio

TOOLS REQUIRED:

CeLL PHonE & MEDIA MOUNT
INSTALLATION INSTRUCTIONS

8mm nut driver PARTH#: 75102-600
(4) Radio removal tools (DIN) MFG: AUDI
Clean shop rag MODELS& YEARS:

A4 1998-2001, S4 2000-02
A6 1998-2004, Allr oad 2001-05
[Excluding A4 99.5]

HARDWARE INCLUDED:
None

STEP#1 WiththeAudi Radioremoval tools(4 each) (DIN) removetheradio
and place it on the rag over the console. DO NOT disconnect the
wires from the radio.

STEP#2 With the 8mm nut driver, remove one screw from the right bottom
corner of theradio cavity that holdstheclimatecontrol inplace. Place
theholeof thelnDash M ount over thescrew hole, aigntheholesand
reinstall the screw. Install the radio back into place.

STEP #3  Attach the phone holder to your InDash Mount.

INSTALLATION IS NOW COMPLETE.
ENJOY YOUR NEW PANAVISE INDASH MOUNT.
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Pagelof 1

** ADVISEMENT * *

Read instructions completely prior to
startinginstallation. All InDashMounts
are designed so that after installation,
phoneisfacing normal driver position
forleft-handdrivevehicles. Thismount
is not designed to be used in foreign
countrieswithright-handdrivevehicles.
Useextremecarewhenworkingaround
the plastic components on the dash.
Excessforce, cancausebreakageof the
plasticcomponents.

Mounting Screw

Finished Install ation Pictures

There may be recent updates to this Instruction Sheet, please visit our website or contact PanaVise Products, Inc. for the latest revision as well as for the most
complete up-to-date PanaVise InDash Applications List: 7540 Colbert Dr., Reno, NV, Phone: 800.759.7535, 775.850.2900, Fax: 800.395.8002,
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